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Abstract--The rapid growth of wind power systems worldwide will likely see the integration of large wind farms with 
electrical network that are series compensated stable transmission of bulk power. Using Flexible AC Transmission System 
(FACTS) devices are considered in order to maintain stability and provide the reactive power requirement of the grid and 
transfer the maximum power extracted from wind turbine to consumers. This paper presents the complete modeling and real-
time simulation of wind turbine driven doubly-fed induction generator (DFIG) which feeds ac power to the utility grid. 
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I. INTRODUCTION 

ENVIRONMENTAL pollution and shortage of conventional fossil fuel are the two major concerns which have led to the global 
emergence of wind energy as an effective means of power production. Wind generating capacities have increased from negligible 
levels in the early 1990s to more than 50 GW today [1], [2].Electricity generation from wind energy and its integration with power 
grid is a well-established technology. Wind farms with doubly fed induction generators (DFIGs) are time-tested systems for widely 
varying wind velocity-based variable speed turbine systems [4]. In India, the total installed capacity of wind power generation is 
8754 MW in the year 2008.By the end of 2012, the total installed capacity is going to be reached to 12000 MW according to 
ministry of new and renewable energy, India and total installed capacity of wind energy is estimated to be more than 160 GW [1-8]. 
The Unified Power Flow Controller (UPFC) concept was proposed by Gyugyi in 1991. The UPFC was devised for the real-time 
control and dynamic compensation of ac transmission systems, providing multifunctional flexibility required to solve many of the 
problems facing the power delivery industry. Within the framework of traditional power transmission concepts, the UPFC is able to 
control, simultaneously or selectively, all the parameters affecting power flow in the transmission line (i.e., voltage, impedance, and 
phase angle), and this unique capability is signified by the adjective "unified" in its name.(xx)  
Electricity generation from wind energy and its integration with power grid is a well-established technology. Wind farms with 
doubly fed induction generators (DFIGs) are time-tested systems for widely varying wind velocity-based variable speed 
turbine systems [4]. Various control schemes have been developed to enhance the performance of wind-sourced DFIG systems, 
including those for distorted grid conditions, weak area electric power system, etc. [4]–[8]. Liu et al. [7] and Xu et al. 
[8] have discussed elegant solutions for harmonic suppression in stator circuits using rotor-side converter control. Nian and Song [9] 
have proposed a modified control scheme to smoothen out the overall active and reactive power output of DFIG under distorted grid 
voltage conditions. At the same time, in the last couple of decades, solar PV-based power generation has also emerged as a strong 
option. It is a pollution free, noise free, and maintenance free source of energy with no additional mechanical or rotating assembly. 
Significant advancements and refined control strategies have been reported in the recent past for large capacity grid-connected PV 
systems [10], [11]. These systems are generally either two power stage or single power stage. Most of these configurations employ a 
grid-side voltage-source inverter (VSI). 
In the DFIG-based wind energy system, the stator circuit carries the bulk power while the rotor provides the balance power 
on account of wind speed variation during DFIG’s sub- or super synchronous speed operation. This results in the requirement of 
lower rating power converters for rotor power conditioning, which is especially attractive in the Mega-Watt range installations of 
wind energy systems [6]. Unfortunately, the converters used in the rotor circuit are not utilized effectively because of topological 
and configuration constraints. During operation near the synchronous speed, rotor power is considerably less. Another issue with the 
conventional wind-DFIG system is that part of the power simply circulates in the machine during its sub synchronous operation. In 
contrast with the DFIG integrated wind energy source, the inverter driven, inertia less PV-grid interfaces result in complex 
penetration issues such as poor line voltage profile, reduced dynamic stability, voltage fluctuations, and large injected power 
variations, etc. [12]–[14]. At the same time, the PV inverter remains idle during the night or during very low solar radiation. 
Extensive efforts have been made by researchers in the past to overcome the issues associated with both PV and wind energy 
sources by proposing more advanced and refined control schemes, including their hybrid combinations [2], [3], [15]– [18]. Kellogg 
et al. [2] have investigated the sizing of generators in a hybrid system, in which the sources and storage are interfaced at the dc link, 
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through their individual source converters.With doubly fed induction generators (DFIGs) are time-tested systems for widely varying 
wind velocity-based variable speed turbine systems [4]. Various control schemes have been developed to enhance the performance 
of wind-sourced DFIG systems, including those for distorted grid conditions, weak area electric power system, etc. [4]–[8]. Liu et 
al. [7] and Xu et al. [8] have discussed elegant solutions for harmonic suppression in stator circuits using rotor-side converter 
control. Nian and Song [9] have proposed a modified control scheme to smoothen out the overall active and reactive power output 
of DFIG under distorted grid voltage conditions. At the same time, in the last couple of decades, solar PV-based power generation 
has also emerged as a strong option. It is a pollution free, noise free, and maintenance free source of energy with no additional 
mechanical or rotating assembly. Significant advancements and refined control strategies have been reported in the recent past for 
large capacity grid-connected PV systems [10], [11]. These systems are generally either two power stage or single power stage. 
Most of these configurations employ a grid-side voltage-source inverter (VSI). In the DFIG-based wind energy system, the stator 
circuit carries the bulk power while the rotor provides the balance power on account of wind speed variation during DFIG’s sub- or 
super-synchronous speed operation. This results in the requirement of lower rating power converters for rotor power conditioning, 
which is especially attractive in the Mega-Watt range installations of wind energy systems [6]. Unfortunately, the converters used in 
the rotor circuit are not utilized effectively because of topological and configuration constraints. During operation near the 
synchronous speed, rotor power is considerably less. Another issue with the conventional wind-DFIG system is that part of the 
power simply circulates in the machine during its subsynchronous operation. In contrast with the DFIG integrated wind energy 
source, the inverter driven, inertia less PV-grid interfaces result in complex penetration issues such as poor line voltage profile, 
reduced dynamic stability, voltage fluctuations, and large injected power variations, etc. [12]–[14]. At the same time, the PV 
inverter remains idle during the night or during very low solar radiation. Extensive efforts have been made by researchers in the past 
to overcome the issues associated with both PV and wind energy sources by proposing more advanced and refined control schemes, 
including their hybrid combinations [2], [3], [15]–[18]. Kellogg et al. [2] have investigated the sizing of generators in a hybrid 
system, in which the sources and storage are interfaced at the dc link, through their individual source converter. 

 

 

 

 

 

 

 

 

 

II. UNIFIED POWER FLOW CONTROLLER 

UPFC is a fast and flexible, new Flexible Alternating Current Transmission (FACTS) power flow controller, which can be used to 
control the power flow in transmission line by controlling the impedance, voltage magnitude and phase angle. This new FACTS 
device is a combination of two old FACTS devices: the STATCOM and the SSSC. Both STATCOM and SSSC are coupled through 
DC link to allow the continuous flow of real power between the series output terminal of SSSC and shunt output terminal of 
STATCOM. SSSC injects voltage in series with the line. STATCOM injects current at a point it is connected to the line. The basic 
components of UPFC are two Voltage Source Inverter (VSI) sharing a common DC storage capacitor and are connected to the 
transmission line through two coupling transformers.   One VSI connected to transmission line in shunt through a shunt transformer, 
while the other one is connected to transmission line in series through series transformer. The series inverter is controlled to inject a 
symmetrical three phase voltage system (VC) of controllable magnitude and phase angle in series with the line to control active and 
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reactive power flows on the transmission line. So, this inverter will exchange active and reactive power with the line. The reactive 
power is electronically provided by the series inverter, and the active power is transmitted to the dc terminals. The shunt inverter is 
operated in such a way as to demand this dc terminal power (positive or negative) from the line keeping the voltage across the 
storage capacitor Vdc constant. So, the net real power absorbed from the line by the UPFC is equal only to the losses of the inverters 
and their transformers. The remaining capacity of the shunt inverter can be used to exchange reactive power with the line so to 
provide a voltage regulation at the connection point. Block Diagram of detailed model of variable speed wind generator is shown in 
figure. The model consist of a wind turbine, Wound rotor induction generator, Back to back converter based on two levels of IGBT 
which are composed of Rotor side converter , Grid side converter, a DC link circuit with a capacitor, DC chopper and two voltage 
source converter controller. Wind Turbine drives WRIG through a gear box. Stator circuit of WRIG is directly connected to grid 
system. Back to back converters are connected between the rotor and the grid system. The RSC is connected to the rotor winding of 
WRIG through slip ring which provides the variable frequency excitation depending on the wind speed condition. The GSC is 
connected to the grid system via LC filter circuit and a transformer (TR). The DC chopper is installed in the DC-link circuit to 
protect the circuit during a fault condition. The chopper circuit is triggered when the DC-link voltage exceeds the predefined limit. 
The RSC is used to control active power output (Pout) and reactive power output (Qout) by regulating the rotor current (Ir). The aim 
of the GSC is to control the dc Link voltage at constant value and reactive power output of GSC to grid by regulating current output 
of GSC. 

 
Figure 1.TRANSMISSION SYSTEM 

 
Figure 2.Basic operational scheme of UPFC 
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Figure 3.Power transmission line system 

 
Figure 4.Block diagram of simplified DFIG mode 

III. WIND TURBINE DRIVEN DFIG DESCRIPTION 

A. Operating principle of wind turbine dfig: 

The Power flow illustrated in figure called Power flow is used to describe-  

Pm: Mechanical power captured by the wind turbine and transmitted to the rotor, Ps: Stator electrical power output, Pr: Rotor 
electrical power output Pgc: grid electrical power output, Qs: Stator reactive power output, Qr:Rotor reactive power output,Qgc: 
grid reactive power output                            

Tm: Mechanical torque applied to rotor  

Tem: Electromagnetic torque applied to the rotor by the generator  

Wr: Rotational speed of rotor  
Ws: Rotational speed of the magnetic flux in the air-gap of the generator, this speed is named synchronous speed. It is proportional 
to the frequency of the grid voltage and to the number of generator poles.  
J: Combined Rotor and wind turbine inertia coefficient. The mechanical power and the stator electric power output are computed  

Pm = Tm.Wr (3)  

Ps = Tem Ws (4)   



www.ijraset.com                                                                                                            Volume 3 Issue XII, December 2015 
IC Value: 13.98                                                                                                             ISSN: 2321-9653 

International Journal for Research in Applied Science & Engineering 
Technology (IJRASET) 

©IJRASET 2015: All Rights are Reserved 
 
 

161 

For a loss less generator the mechanical equation is 

JdWr/dt = Tm - Tem     (5)      
In steady-state at fixed speed for a loss less generator 
          Tm = Tem & Pm = Ps + Pr  (6)    
It follows that: 

Pr = Pm - Ps = Tm - Tem 
= - Tm Ws (Ws-Wr)/Ws = - s TmWs 
= - s Ps   (7) 

Where s is defined as the slip of the generator: 
s = (Ws-Wr)/Ws  (8) 

IV. SIMULATION RESULTS 

The ideal switches and zig-zag phase shifting transformers are used to build a GTO-type 100 MVA, 138 kV voltage source inverters 
which are used as shunt and series converters in the simulated model. This type of converter is used in high power (up to 200 MVA) 
Flexible AC Transmission Systems (FACTS) which are used to control power flow on transmission grids. It can be used to build a 
model of shunt or series static compensator (STATCOM or SSSC) or, using two such converters, a combination of shunt and series 
devices known as Unified Power Flow Controller (UPFC). This pair of converters can be operated in three modes: *Unified Power 
Flow Controller (UPFC) mode, when the shunt and series converters are interconnected through the DC bus. When the disconnect 
switches between the DC buses of the shunt and series converter are opened, two additional modes are available.                    

*Shunt converter operating as a Static Synchronous Compensator (STATCOM) controlling voltage at bus B1.                                                                    

*Series converter operating as a Static Synchronous Series Capacitor (SSSC) controlling injected voltage, while keeping injected 
voltage in quadrature with current are used as shunt and series converters in the simulated model. This type of converter is used in 
high power (up to 200 MVA) Flexible AC Transmission Systems (FACTS) which are used to control power flow on transmission 
grids.  

V. SIMULATION FIG. 

 

Figure 5.VOLTAGES AND CURRENT 
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Figure 6.ACTIVE AND REACTIVE POWER 

VI. CONCLUSION 

As per the simulation model and approach is concerned, the proposed model enhance the efficiency and reduce power losses so can 
lead to high voltages from wind energy efficient system for 3MG transmission. 

VII. FUTURE SCOPE 

This is one of the emerging concept in electrical engineering via using renewable sources of energy using UPFC facts device to 
enhance its workability. 
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